Compact X-ellence Station

CX-LN Series

- 2,000 m reflectorless measurement
- Long-range Bluetooth® technology
- Advanced angle measurement system
- Rugged and operator friendly
- Advanced security with TSshield™
- Waterproof IP66
Extended reflectorless measurement range up to 2,000 m
- Class 1 safe pulse laser EDM.
- Long range reflectorless technologies to maximize work efficiency.

Long Range Data Communication
- Featuring Bluetooth® Class1 for reliable data communications.
- All data is instantly available at the Bluetooth-equipped controller.

Advanced Angle Measurement System
- The CX-LN series features Sokkia’s original absolute encoders which provide long term reliability in any job site condition.
- The dual-axis compensator ensures stable measurements even when setup on uneven terrain.
- Sokkia’s traditional motion clamp and tangent screw are employed to ensure stable angle measurement.
- CX-102LN features IACS (Independent Angle Calibration System) technology for extremely reliable angle measurement.

Standard Accessories
- CX-LN series total station
- Battery (BDC70)
- Battery charger (CDC68)
- Power cable
- Lens cap
- Lens hood
- Tool pouch
- Screwdriver
- Lens brush
- Adjusting pin x2
- Cleaning cloth
- Operation manual
- USB memory stick
- Laser caution sign-board
- Carrying case
- Carrying strap